QUOTATION INVITED FOR THE SUPPLY OF FOLLOWING EQUIPMENT UNDER DST SPONSORED PROJECT
Please send your competitive quotation in a sealed envelope on or before 23rd May 2008 4.00pm., containing detailed specifications, additional spec. sheets, price quote with estimated freight and delivery charges and other charges inclusive.  All quotation should bear the following  reference and also super scribed on the envelope. Validity of quotation should be 45days from 23rd May 2008.
Ref: DST-METHYL/ EQ2008/AUKBC, Dated: 15th May 2008
	S.N.
	NAME OF THE EQUIPMENT/  ACCESSORY
	SPECIFICATION
	UNITS

	1
	High voltage power supply for capillary electrophoresis
	· V-out – max 30 - 35KV

· Iout – max 0.3-0.4mA

·  Positive polarity. 

· low ripple & noise, low EMI

· HV output with HV cable and connectors
	1

	2
	High voltage power supply for microfluidic electrophoresis
	· Vout – max 6-8KV

· Iout – max 1.5-1.8mA

·  Switchable polarity. 

· low ripple & noise, low EMI

· Analogue I/O for control and monitoring.
	1

	3
	Microfluidic kit
	· Microfluidic Chip with fluid capacity – 300 to 400 (l

· Chip holder with high voltage cables and lead.

· Compatible for high voltage operation upto 6KV

· Suitable for application requiring electro osmotic flow and fluorescent detection.
	4 Chips and 

1 Chip holder

	4
	Photo Multiplier Tube
	· PMT with built-in high voltage power supply

· Power input +5V, 35mA

· Operating temp: +4(C to +60(C
	1

	5
	Motorized XYZ stage with actuators, motion controller and joy-stick
	· Stainless steel translators with angle brackets

· Travel range 25mm, flatness ~ 3microns & Incremental motion  < 50nm, straightness 3 microns
· Load carrying capacity above 200N –centered and above 50N - vertical

· Actuators/ motorized drivers with compatible for above range of translation, load and  better resolution
· Compatible standalone  motion controller for 3 actuators, preferably universal controllers with joy-stick option

· Joy-stick for motion control
	1


